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Features

N o doubt, the challenge to test and monitor high-speed wired, wireless and mobile networks is 
greater than ever before. Emerging technologies like 40 and 100 Gigabit Ethernet require powerful 

solutions for comprehensive tes:ng and monitoring. Applications such as Voice over IP, video streaming, 
and peer-to-peer (P2P) Internet traffic require deeper packet monitoring and inspection.

The SwiftWing SIRIUS product is designed to meet to-
day’s demand for high-speed, high-traffic packet cap-
ture in IP networks. SwiftWing SIRIUS is a capture & stor-
ing appliance capable of sustaining up to 40 Gbps capture 
to disk, regardless of packet sizes. No packets will be lost 
when capturing traffic, even during the most demanding and 
intensive network conditions wherever a most accurate cap-
ture result is needed. Intuitive web-based user interface and 
responsive look and feel across all your desktop and mobile 
devices.

SwiftWing SIRIUS
• Intuitive and userfriendly UI for opera-

tions and configurations
• Powerful capture configuration supports 

packet slicing, file rotation and data 
protection mechanism

• Smart hardware filter engine allows 
robust and flexible filter conditions on 
network traffic

• RESTful API for remote access to stored 
data, PCAP files and statistics. Enables 
integration with 3rd-party appliances

• Built-in packet decode display allow 
viewing of packet data directly in the UI

Network Analysis Network Monitoring Lawful Interception Deep Packet Inspection Protocol Analysis Protocol Simulation
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SwiftWing SIRIUS is optimized in usability and performance 
to allow users to focus on working with the network data and 
not operating the capture appliances.

SwiftWing SIRIUS is available with 1 GE, 10 GE, 20 GE or 
40 GE interfaces and with storage capacity up to 1.500 TB. 
SIRIUS comes with an intuitive web-based user interface for 
capture management, filter configuration, real-time statistics 
and capture file management. The unit can be operated by 
any browser with full control. A CLI-based operation is avail-
able as well.

The ease of use enables for profound and instant results 
when capturing IP networks. This offers great usability and 
capabilities in the analysis of intrusion detection as well as 
post-analysis of network behavior and environment where 
long duration of full network traffic capture is required.

Capture files can be configured to be split by file size or time 
interval, and can be rotated by deleting older capture files 
when storage system is almost full.

SIRIUS contains a robust and flexible hardware filtering en-
gine that can evaluate and process each network packet 
header and payload protocol in real-time while ensuring that 
it achieves lossless full line-rate capture for all frame sizes. 
RADIUS-initiated subscriber secure policy mirroring envi-
ronments are also supported – like Juniper Networks mirror 
encapsulation (Jmirror).

Captured data are stored in the standard PCAP or na-
no-PCAP format and can be used directly with industry 
standard software applications.

• Packet index and search – 7 tuple
• SNMP traps, remote syslog and internal 

application log for alerts and security 
logging

• Real-time and historical packet statistics 
and graph display

• Support 40 Gbps capture to disk regard-
less of packet size

• Highly customizable storage configu-
rations

• Microseconds statistics allow in-depth 
microburst analysis

• Supports RADIUS-initiated mirroring
• Support for Juniper Networks mirror 

encapsulation (Jmirror)


