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Al l - in-one:  SLS +  OPM + OLT +  ORL +  Length test
Opt ica l  power  monitor ing(Auto power  t race)
Bidirect ional  loss  test  on s ingle  f ibre
ORL test
Pass/Fai l  assessment
Automatic  wavelength ident i f icat ion/switch (AutoID)
Remote reference va lue sett ing 
Internal  c lock &  f ibre  S/N editable
1000 test  records(CSV)storage &management
Data transfer  to  PC v ia  USB(Dr iver- f ree)
Auto-test  records  save in  the local  unit / remote unit /both units  
USB power  charging
Over  35hours  cont inuous operat ion
Mult i - language support  
No warm-up,  quick start  
High-resolut ion colour  LCD  
Compact ,  l ightweight  and easy  to  use

OLT-55 Intelligent Optical Loss Tester
Product Overview

OLT-55 Inte l l igent  Opt ica l  Loss  Tester  i s  an a l l - in-one loss  tester
integrated with Stabi l i sed Laser  Source ,  Opt ica l  Power  Meter ,  Opt ica l
Loss  Tester ,  ORLTester  and Length Test ing funct ions .  I t  can perform
automatic  b idi rect ional  loss  tests  on a  s ingle  f ibre  with a  Pass/Fai l
assessment .  With r ich funct ions ,  f lex ib le  conf igurat ion and excel lent
user- f r iendly  des ign,  OLT-55 is  the ideal  opt ica l  loss  tester  to  completely
evaluate the opt ica l  f ibre  l ink condit ion in  FTTx ,  LAN and CATV
networks .

Features

Automatic  Bidirect ional  Loss and Return Loss Test  on Single Fibre

Two OLT-55 at  both ends of  a  s ingle  opt ica l  f ibre  can perform
bidirect ional  loss  test  by  just  press ing one button can automatical ly
measure and display  the ent i re  f ibre  attenuat ion and tota l  length to
help users  acquire  complete  and accurate  opt ica l  f ibre   loss  information.

Automatic  Wavelength Switch /  Identi f icat ion Optical  Power Monitor ing
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Model OLT-55

Stabilised Laser Source
Wavelength (±20nm) 1310/1550nm 1310/1490/1550nm 1310/1550/1625nm

Spectrum Width ≤5nm

Emitter Type FP-LD

Output Power >-4dBm

Power Stability ±0.05dB/15min;±0.10dB/8hr

Output Mode CW, 270Hz, 1KHz, 2KHz

Optical Power Meter
Calibrated Wavelength  850, 1300, 1310, 1490,1550, 1625nm

Power Range (dBm) -70~+10(-60 ~ +10@850nm) -50~ +27

Display Unit W/mW/μW/nW/pW/dBm/dB(REF)

Detector Type  InGaAs

Accuracy  ± 5% ± 0.01nW (±0.5 dB@850nm) ± 5% ± 1nW(±0.5dB@850nm)

Resolution  0.01dB

Auto Wavelength Identification  Yes (With ShinewayTech specified Stabilised Laser Source)

MOD Identification  270Hz, 1KHz, 2KHz

Optical Loss Test 
Link Loss Range 50dB (1550nm, 200km)

Link Loss Accuracy ±0.25dB

Link Loss Test Time < 2secondsper wavelength

ORL Test (Optional)
ORL Range 0~60dB(APC connector)

ORL Accuracy ±0.75dB@(0~50dB), ±1.5dB@(50~60dB)

ORL Uncertainty ±0.5dB@20dB

Specif icat ions
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General Specifications

Connector FC (Interchangeable SC, ST) 

Data Storage 1000records

Data Interface USB

Backlight Display Yes

Auto Off Yes (Auto-off after 5 minutes idle) 

Power Supply Lithium Battery/ AC Adapter 

Battery Life Continuous operation ≥35hours

Operating Temperature -20ºC ~ 50ºC 

Storage Temperature -40ºC ~ 70ºC 

Relative Humidity 0 ~ 95% (Non-condensing)

Weight 350g

Dimensions (H × W × T) 177×80×44mm

*  Speci f icat ions  subject  to  change without  not ice

Ordering Information
Standard Package:
OLT-55 ,  L i th ium battery ,  AC adapter/charger ,  USB cable ,  Software CD,  Soft  carry ing case ,  Warranty
card ,  CE cert i f icate ,  Cert i f icate  of  ca l ibrat ion ,  and User  manual .


