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GET-100  Gigabit Ethernet Tester
Product Overview

Features

Functions

The GET-100 is  a  handheld 10M/100M/1000M
Gigabit  Ethernet  tester ,  used for  Ethernet
insta l lat ion ,  operat ion and maintenance
serv ices .  
I t  i s  a  smal l  and portable  device which performs
packet  capture ,  network monitor ing,  network
performance test ing,  data  generat ion ,  test  leads
and error  test  funct ions  in  an organic  whole
unit .  I t  i s  widely  used in  network layer  1 /2 /3  BER
test  and RFC -2544 test .  GET-100 enables
maintenance staf f  to  quickly  locate  faults  and
analyse the network

Electr ica l  port  and opt ica l  ports  with rate  at  10/ 100/1000Mbps
Smart  and durable ,  f ie ld  appl icat ion ready
5- inch LCD colour  touch screen,  smart  navigat ion menu
Results  can be shown graphical ly  and numerical ly
RFC2544 auto test ,  quickly  f inds  the fault
Ful l  Y . 1564 test
LED indicator  l ight ,  on-screen display  and ICON
Large capacity  memory to  save sett ings  and test  results
Embedded software to  easy  upgrade

L1/L2/L3  BER Test
Integrated RFC2544 benchmark test :  throughput ,  packet  loss ,  latency ,  back-to-back
Mult i -stream traf f ic  generat ion ( 10  t raf f ic  streams)
Receiv ing end-f low f i l ter  analys is
VLAN test
Connect iv i ty  test :  PING,  TRACE ROUTE,  IP  scan
Through,  terminal  mode test  and f rame length,  f rame type ,  and ut i l i sat ion stat .
Opt ica l  power  test ,  opt ica l  module  temperature ,  working current ,  vo l tage test
Cable  VCT:  Ident i fy ing short  c i rcuit ,  open c i rcuit ,  cable  length fault  locat ion
Serv ice  disrupt ion t ime test
Inte l l igent  loopback test
J i t ter  Test
OAM and TCP test ing
USB data  inter face ,  dr iver- f ree
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Model GET-100

Testing Port
Dual-RJ45 port:10/100/1000 BASE-T
Dual-SFP port: 1000BASE-SX/LX/ZX

Standard IEEE 802.3 , RFC3393，RFC1242,RFC2544,Y.1564

Connector RJ-45/USB

LED indicator POWER, PORT1  LINK/ACT,PORT2 LINK/ACT,ALARM

Display 800×480 colour LCD touch screen

Battery Lithium battery / AC adapter

Power Supply 4 hours continuous operation

Operating Temperature 0℃~50℃

Relative Humidity 0 to 95% (non-condensing)

Weight 800g

Dimension 233×110×64mm

Specif icat ions


